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SCHEDULE OF QUANTITIES

PAY ITEM UNIT QUANTITY
INSTALL EXISTING SIGN PANEL SQ FT 42
CONDUIT IN TRENCH, 2“ DIA., GALVANIZED STEEL FOOT 245
CONDUIT IN TRENCH, 2 1/2” DIA., GALVANIZED STEEL FOOoT 40
CONDUIT IN TRENCH, 3" DIA., GALVANIZED STEEL FOOT 6
CONDUIT IN TRENCH, 5 DIA., GALVANIZED STEEL FOoOoT 10
CONDUIT PUSHED, 2 DIA., GALVANIZED STEEL FOOT 93
CONDUIT PUSHED, 2 172’ DIA.,, GALVANIZED STEEL FooT 27
CONDUIT PUSHED, 4" DIA.,, GALVANIZED STEEL FOOT 62
CONDUIT PUSHED, 5’7 DIA., GALVANIZED STEEL FOOT 208
HEAVY-DUTY HANDHOLE EACH 1
DOUBLE HANDHOLE EACH 2
TRENCH AND BACKFILL FOR ELECTRICAL WORK FOOT 296
ELECTRIC CABLE IN CONDUIT, SIGNAL NO. 14 2C FOOT 675
ELECTRIC CABLE IN CONDUIT, SIGNAL NO. 14 3C FOOT 1707
ELECTRIC CABLE IN CONDUIT, SIGNAL NO. 14 5C FoOoT 1314
ELECTRIC CABLE IN CONDUIT, SIGNAL NO. 14 7C FOOT 1870
ELECTRIC CABLE IN CONDUIT, LEAD-IN, NO, 14 1 PAIR FOOT 3298
ELECTRIC CABLE IN CONDUIT, SERVICE, NO. 6 2C FOOT 27
TRAFFIC SIGNAL POST, GALVANIZED STEEL, 10 FT. EACH 1
TRAFFIC SIGNAL POST, GALVANIZED STEEL, 16 FT. EACH 2
STEEL MAST ARM ASSEMBLY AND POLE, 22 FT. EACH 1
STEEL MAST ARM ASSEMBLY AND POLE, 48 FT. EACH 1
CONCRETE FOUNDATION, TYPE A FOOT 12
CONCRETE FOUNDATION, TYPE C FooT 4
CONCRETE FOUNDATION, TYPE E 30-INCH DIAMETER FOOT 15
CONCRETE FOUNDATION, TYPE E 36-INCH DIAMETER FooT 15
DRILL EXISTING HANDHOLE EACH 3
SIGNAL HEAD, L.E.D., 1-FACE, 5-SECTION, MAST ARM MOUNTED EACH 1
SIGNAL HEAD, L.E.D., 2-FACE, 5-SECTION, BRACKET MOUNTED EACH 1
PEDESTRIAN SIGNAL HEAD, L.E.D, 2-FACE, BRACKET MOUNTED, WITH COUNTDOWN TIMER EACH 4
TRAFFIC SIGNAL BACKPLATE, LOUVERED, ALUMINUM EACH 1
INDUCTIVE LOOP DETECTOR EACH 1
PEDESTRIAN PUSH-BUTTON EACH 4
TEMPORARY TRAFFIC SIGNAL INSTALLATION EACH 1
RELOCATE EXISTING SIGNAL HEAD EACH 5
RELOCATE EXISTING TRAFFIC SIGNAL CONTROLLER EACH 1
RELOCATE EXISTING EMERGENCY VEHICLE PRIORITY S' .TEM, DETECTOR UNIT EACH 1
MODIFY EXISTING CONTROLLER EACH 1
REMOVE ELECTRIC CABLE FROM CONDUIT FOOT 6363
REMOVE EXISTING TRAFFIC SIGNAL EQUIPMENT EACH 1
REMOVE EXISTING HANDHOLE EACH 3
REMOVE EXISTING CONCRETE FOUNDATION EACH 5
PREFORMED DETECTOR LOOP FOOT 301
TEMPORARY TRAFFIC SIGNAL TIMING EACH 1
TELEPHONE SERVICE INSTALLATION EACH 1
SERVICE INSTALLATION, POLE MOUNTED EACH 1
GROUNDING EXISTING HANDHOLE FRAME AND COVER EAHC 4
RELOCATE EXISTING MASTER CONTROLLER EACH 1
UNINTERRUPTIBLE POWER SUPPLY EACH 1
ELECTRIC CABLE IN CONDUIT, GROUNDING, NO. 6 1C FOOT 615
ELECTRIC CABLE IN CONDUIT, NO. 20 3C, TWISTED, St LDED FOOT 310
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